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DETAIL
IMPORTANT: SOME OPTIONS MAY SLIGHTLY ALTER B B
INSTALLATION PROCEDURES. READ ALL
SUPPLEMENTAL DRAWINGS BEFORE INSTALLATION OF -
FIXTURE. ALL FASTENERS, PLATES, AND NUTS ARE W
ESSENTIAL IN PROPERLY ANCHORING THE FIXTURE. LM%”
ACORN CANNOT ASSUME ANY RESPONSIBILITY FOR
ONITS IMEROBERLY INSTALLED D— SCREW IN 1/2—13 UNC STUDS 5 INTO BACK OF FIXTURE.
' STUDS MUST HAVE MINIMUM 1/2” ENGAGEMENT. THREAD IN
FLUSH VALVE SUPPLY NIPPLE (17 NPT) 3. MAKE UP LAVY
A— ROUGH—IN PLUMBING FOR THE FOLLOWING ;
CONNECTIONS: WASTE CONNECTION, 1—1/2” 0.D. PLAIN END (SUITABLE FOR
—TOILET WALL WASTE OUTLET: 2-3/8" 0.D. PLAIN COMPRESSION CONNECTION).
END 1 . FOR SUFFIX OPTION (—=WO03), 3" O.D. PLAIN
“ND 1S PROVIDED. E— LOCATE FIXTURE INTO PLACE, SLIDING STUDS AND PIPES
—TOILET FLOOR WASTE CONNECTION: 7-1/2" DIA. THROUGH WALL OPENINGS.
RECESSED GASKET FLANGE WITH 5/18” TAPPINGS AT
5 0/C 2. / F— SECURE FIXTURE TO WALL USING WASHERS AND/OR PLATES
—FLUSH VALVE INLET CONNECTION: 17 NPT 3 . AND NUTS. TORQUE (10) NUTS TO 60 FT-LBS.
—LAVY P—TRAP WASTE CONNECTION: 1—1/2” 0O.D.
SUAN END 4 / G— LOCATE GRAB BAR 6 TO FLOOR AND WALL, USING GRAB
' BAR MOUNTING PLATES 7 AS TEMPLATE, REMOVE GRAB BAR 6
—SEE INDIVIDUAL VALVE SHEET FOR LAVY VALVE ’
ROUGH-IN. . INSTALL WALL AND FLOOR ANCHORS (BY OTHERS). SEE

DETAIL A MOUNT GRAB BAR 6 TO WALL AND FLOOR.

B— INSTALL HYDRAULIC FLUSH VALVE AND PUSHBUTTON
(SHIPPED LOOSE) TO CABINET.

C— BEFORE FASTENING FIXTURE TO WALL, FLOOR OUTLET
TYPE FIXTURE MUST BE SET IN PLACE ON WASTE
CONNECTION.
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PEMAL-WARE FIXTURES INSTALLATION INSTRUCTIONS
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WALL SLEEVE (—<sw) METAL TEMPLATE (—MT)

NOTE: THIS INSTALLATION DETAIL 1S FOR WALLS UP TO 7-5/8" MAXIMUM THICKNESS.
INSTALLATION INSTRUCTIONS

WALL SLEEVES (-sw) METAL TEMPLATES (-MT)

SLEEVES ARE INSTALLED IN FORMS (USING NAIL HOLES TEMPLATES ARE USED 10 LAYOUT REQUIRED WALL
PROVIDED) OR GROUTED INTO BLOCK WALLS, BECOMING A T A L I S e
PERMANENT PART OF THE WALL. DRILLING.

NOTE: FOR POURED WALL CONSTRUCTION. TEMPORARY
BRACING SHOULD BE INSTALLED WITHIN SLEEVE OPENING TO |, STRIKE A HORIZONTAL CHALKLINE (@) ON THE WALL

EEE\VNEQTPC?EEORMMON T0 SLEEVE WHICH MAY OCCUR AT DIMENSION SHOWN, MEASURE FROM THE FINISHED
: FLOOR ON CELL (FIXTURE) SIDE. THIS WILL LOCATE

DO NOT POUR CONCRETE DIRECTLY ON TOP OF WALL CENTERLINE FOR HORIZONTAL NOTCHES ON TEMPLATE.

SLEEVE. STRIKE A VERTICAL CHALKLINE @ ON THE WALL TO
A—INSTALL SLEEVE WITH FLANGE (@ ON CHASE SIDE OF WALL.| B— INDICATE CENTERLINE OF FIXTURE TOILET HOUSING.

TOP AND BOTTOM NOTCHES TO BE LOCATED AT VERTICAL THIS WILL LOCATE CENTERLINE FOR VERTICAL NOTCHES
B— CENTERLINE (@) OF SLEEVE. ON TEMPLATE.

SIDE NOTCHES (D TO BE LOCATED AT 18" ABOVE THE PLACE TEMPLATE AGAINST WALL. LOCATE NOTCHES
C—FINISHED CELL SIDE FLOOR (INTEGRAL TOILET SEAT HEIGHT). | C— ALONG CHALKLINES. MARK WALL FOR REQUIRED
D— WHEN SLEEVES ARE NOT AVAILABLE USE BLOCKOUT OPENING.

DIMENSIONS SHOWN (B .

7/, ACORN ENGINERING COMPANY | """ _SW WALL SLEEVE & -MT METAL TEMPLATE - CAT. #1437-AL/AR
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PENAL-WARE FIXTURES
INSTALLATION INSTRUCTIONS

REFERENCE DRAWING

WASTE CONNECTION
WITH CLEANOUT —co1 |9982-125-001
NOTE: STANDARD WASTE FITTING
AVAILABLE 3" OR 4" NO-HUB
NO—HUB STANDARD 2-3/8" 0.D. OR
CONNECTOR OPTIONAL —WO03 3" 0.D.
BY OTHERS , PLAIN END.
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INSTALLATION INSTRUCTIONS
A— INSERT O-RING(3)INTO GROOVE OF WASTE FITTING(D).  C— MAKE UP WASTE FITTING CONNECTION TO WASTE
LUBRICATE THE O—RING(3)WITH O—RING LUBRICANT, PIPING (2) USING NO—HUB (BAND) CONNECTOR.
B— INSTALL WASTE FITTING(1)TO FIXTURE P—TRAP BY OTHERS.
WASTE EXTENSION (4). ENGAGEMENT IS APPROXIMATELY
1-1/4", NOTE: TOILET WASTE EXTENSION (IS 3"
BEYOND BACK OF FIXTURE. LONGER WASTE EXTENSION
MUST BE SPECIFIED AT TIME OF PURCHASE.
77/, PCORNENGINEERING COMPANY | " o-HUB WASTE CONNECTION WITH CLEANOUT -CO1
Z: (626) 336—4561 FAX (626) 961—2200
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PENAL-WARE FIXTURES

INSTALLATION

INSTRUCTIONS

DIMENSION "A”

UP TO 8" WALL |8 TO 127 WALL

15-1/8"

19-1/8"

1—1/2" 0.D. REF.

DIM "A”

INSTALLATION INSTRUCTIONE:

A= AFTER INSTALLING ACORN UNIT ON FINISHED WALL,
SLIP COMPRESSION NUT @ OVER 1-1/2" 0.D. PLAIN
END WASTE (2). USING COMPRESSION GASKET (3,
AND NUT (1) MAKE—UP COMPRESSION CONNECTION

WITH SLIP JOINT ELBOW

@.

3" MIN.
REF.
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~ACORN FIXTURE

S
=

B— REMOVABLE TUBULAR P—TRAP @ CONNECTS TO SLIP
JOINT ELBOW @ AND PLAIN END ELBOW @ WITH
COMPRESSION CONNECTIONS AS SHOWN.
NOTE: TUBULAR P—TRAP IS REMOVABLE IN ORDER
TO ALLOW FOR WASTE CLEANOUT.
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PENAL-WARE

INSTALLATION INSTRUCTIONS

MOUNTING
DETAIL
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1679 TOILET
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REFERENCE
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INSTALLATION INSTRUCTIONS-COMBY AND 1679 TOILET

PRIOR TO MOUNTING FIXTURE ON WALL:

A— LOCATE HINGED SEAT MOUNTING HOLES ON FIXTURE (D).

B~ POSITION HINGED SEAT (2) AGAINST UNIT (DBY
INSERTING SCREWS (@) INTO MOUNTING HOLES.

C— ASSEMBLE NUT, WASHER AND LOCK—WASHER (4)

AS SHOWN IN MOUNTING DETAIL "A—A".
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1675 TOILET
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REFERENCE
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INSTALLATION INMSTRUCTIONS-TOILETS

PRIOR TO MOUNTING FIXTURE ON WALL:

A— LOCATE HINGED SEAT MOUNTING HOLES IN FIXTURE (5).

B— INSERT WASHERS (§) BETWEEN TOP OF TOILET AND
HINGE SEAT (D).

C— POSITION HINGED SEAT () ON TOP OF UNIT.

D— ASSEMBLE HARDWARE AS SHOWN IN
MOUNTING DETAIL "B—-B”
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