REFERENCE DRAWINGS
PENAL-WARE

INSTALLATION INSTRUCTIONS

—SW WALL SLEEVE / —MT TEMPLATE | 9925-203-001
MOUNTING HARDWARE 9925-055-004
VALVE INSTALLATION:

-3 AIR CONTROL (SINGLE TEMP) 9905-001-003
—4 AR CONTROL (HOT & COLD) 9905-000-003

REAR VIEW OF 1440-CT & 1440-AR UNITS.
1440-AL UNITE OPPOSITE.
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INSTALLATION INSTRUCTIONS:

IMPORTANT:Some options may slightly alter
installation procedures. Read all
supplemental drawings before installation of
fixture. All fasteners, plates and nuts
provided are essential in properly anchoring
the fixture. Acorn cannot assume any
responsibility for units improperly installed.

A—ROUGH-IN PLUMBING FOR THE FOLLOWING CONNECTIONS:

- TOILET WALL WASTE QUTLET: 2—3/8" O.D. Plain
emd@. Suffix option —WO03 37 0.D. Plain
end Wgste®,

- TOILET FLOOR WASTE OUTLET: 7/—1/2" Dia.
recessed gasket flange with 5/16" tappings
at 6”7 0/C(2).

- Flushing inlet connection 1-1/2" NPT@.

-Lavy waste outlet (4)1—1/2" 0.D. plain end
standard.

- See individual valve sheet for lavy valve
rough—in.

B—Before fastening fixture to the wall, floor

outlet type fixtures must be set in place
on waste connection.

C—Screw in (6) 1/2"-13 Studs@mto back of

fixture. Studs must have a minimum 1/27
engagement. Screw in flushing supply nipple
(W—W/Z’\PS)@A Make—up the lavy waste
connection — 1=1/2"7 0.D. plain end
(suitable for @ compression connection).

D—Locate fixture into place, sliding studs and

pipes through wall openings. NOTE: it may
be necessary to support off floor fixtures
on cell side of wall to secure properly from
pipe chase.

E— Secure fixture to wall using washers and/ or

plate and nuts. Torque (6) nuts to 60FT/Lbs.
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PENAL-WARE FIXTURES INSTALLATION INSTRUCTIONS
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- 8 ‘ - OPTION — FT & — FTE,
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I FINISHED FLOOR FINISHED FLOOR 7/8" DIATYP.

WALL SLEEVE (-sw)  BOTH VIEWS ARE FROM CELL SIDE METAL TEMPLATE (-wmT)
RIGHT HAND FIXTURE ROUGH—INS SHOWN, LEFT HAND FIXTURE OPPOSITE

AN\ N\ JSHADED AREAS ARE REQUIRED WALL OPENINGS

WALL SLEEVE

SLEEVES ARE INSTALLED IN FORMS (USING NAIL HOLES @ PROVIDED)
OR CROUTED INTO BLOCK WALLS, BECOMING A PERMANENT PART OF WALL.
ACINSTALL SLEEVE WITH FLANGE @ ON CHASE SIDE OF WALL.
CAD\ B. LOCATE TOP AND BOTTOM NOTCHES AT VERTICAL CENTERLINE @
OF PLUMBING FIXTURE.
C. LOCATE SIDE NOTCHES @ AT DIMENSION SHOWN, MEASURED FROM
THE FINISHED FLOOR ON CELL (FIXTURE) SIDE.

NOTES:
1. FOR POURED WALL CONSTRUCTION, TEMPORARY BRACING SHOULD
& BE INSTALLED WITHIN SLEEVE OPENING TO PREVENT DEFORMATION TO

SLEEVE WHICH MAY OCCUR DURING POUR. DO NOT POUR CONCRETE
DIRECTLY ON TOP OF WALL SLEEVE.

i) D 2. WHEN SLEEVES ARE NOT AVAILABLE BLOCKOUT FOR SLEEVE OPENING
IN-WALL PER DIMENSIONS SHOWN @

METAL TEMPLATES (-MT)

% TEMPLATES ARE USED TO LAYOUT REQUIRED WALL OPENINGS FOR
SUBSEQUENT FLAME CUTTING OR CORE DRILLING.

A.STRIKE A HORIZONTAL CHALKLINE @ ON THE WALL AT DIMENSION

SHOWN, MEASURED FROM THE FINISHED FLOOR ON CELL (FIXTURE) SIDE.

g THIS WILL LOCATE CENTERLINE FOR HORIZONTAL NOTCHES ON TEMPLATE.

@/ B. STRIKE A VERTICAL CHALKLINE @ ON THE WALL TO INDICATE CENTERLINE

% OF FIXTURE. THIS WILL LOCATE CENTERLINE FOR VERTICAL NOTCHES

ON TEMPLATE.

WALL SLEEVE ( C. PLACE TEMPLATE AGAINST WALL. LOCATE NOTCHES ALONG CHALKLINES,
- MARK WALL FOR REQUIRED OPENING.
TITLE

=SW WALL SLEEVE & -MT METAL TEMPLATE- CAT. #1418\1440-CT\AL\AR, -VAC

MANUFACTURE DATE DATE ISSUED DRAWING NUMBER
JUNE 1971 3-1-90
DATE REVISED 9925-203-001
TO PRESENT 6/9/98




PENAL-WARE FIXTURES
INSTALLATION INSTRUCTIONS

REFERENCE DRAWING

WASTE CONNECTION
WITH CLEANOUT —co1 |9982-125-001
NOTE: STANDARD WASTE FITTING
AVAILABLE 3" OR 4" NO-HUB
NO—HUB STANDARD 2-3/8" 0.D. OR
CONNECTOR OPTIONAL —WO03 3" 0.D.
BY OTHERS , PLAIN END.
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INSTALLATION INSTRUCTIONS
A— INSERT O-RING(3)INTO GROOVE OF WASTE FITTING(D).  C— MAKE UP WASTE FITTING CONNECTION TO WASTE
LUBRICATE THE O—RING(3)WITH O—RING LUBRICANT, PIPING (2) USING NO—HUB (BAND) CONNECTOR.
B— INSTALL WASTE FITTING(1)TO FIXTURE P—TRAP BY OTHERS.
WASTE EXTENSION (4). ENGAGEMENT IS APPROXIMATELY
1-1/4", NOTE: TOILET WASTE EXTENSION (IS 3"
BEYOND BACK OF FIXTURE. LONGER WASTE EXTENSION
MUST BE SPECIFIED AT TIME OF PURCHASE.
77/, PCORNENGINEERING COMPANY | " o-HUB WASTE CONNECTION WITH CLEANOUT -CO1
Z: (626) 336—4561 FAX (626) 961—2200
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PENAL-WARE FIXTURES

INSTALLATION

INSTRUCTIONS

DIMENSION "A”

UP TO 8" WALL |8 TO 127 WALL

15-1/8"

19-1/8"

1—1/2" 0.D. REF.

DIM "A”

INSTALLATION INSTRUCTIONE:

A= AFTER INSTALLING ACORN UNIT ON FINISHED WALL,
SLIP COMPRESSION NUT @ OVER 1-1/2" 0.D. PLAIN
END WASTE (2). USING COMPRESSION GASKET (3,
AND NUT (1) MAKE—UP COMPRESSION CONNECTION

WITH SLIP JOINT ELBOW

@.

3" MIN.
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B— REMOVABLE TUBULAR P—TRAP @ CONNECTS TO SLIP
JOINT ELBOW @ AND PLAIN END ELBOW @ WITH
COMPRESSION CONNECTIONS AS SHOWN.
NOTE: TUBULAR P—TRAP IS REMOVABLE IN ORDER
TO ALLOW FOR WASTE CLEANOUT.
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