PENAL-WARE FIXTURES

INSTALLATION INSTRUCTIONS
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INSTALLATION INSTRUCTIONS:
A—ROUGH-IN FOR FIXTURE WASTE OUTLET (D: 1

13 UNC STUDS (D INTO MOUNTING POINTS
(® AT REAR OF FIXTURE. STUDS (2 MUST HAVE A

MINIMUM 1/2” ENGAGEMENT.
C—PLACE LAVATORY (4) AGAINST WALL, SLIDING STUDS (@

THRU SLEEVE OR WALL OPENINGS.
D— THREAD WASHERS (5 AND NUTS (&) ONTO STUDS (2.

PLAIN END.

B— THREAD 1/2"—
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WASTE OUTLET DIM "A FIXTURE
e P-TRAP ( — PT ) | 6-3/4"
A, e ELBOW (STANDARD)|10—1/4"

F— MAKE=UP LAVY WASTE CONNECTION — 1=1/27 0.D. PLAIN
END (SUITABLE FOR A COMPRESSION CONNECTION).

TANK SPECIFICATIONS: F— SEE REFERENCE DRAWING BOX FOR APPROPRIATE VALVE

INSTALLATION DRAWINGS. REFER TO ITEMS A THRU D.

G—INSTALL MOUNTING CLIP (D) ON WALL. MOUNT TANK
ONTO CLIP AND SECURE BY SLIDING DOWN INTO PLACE.

H— CONNECT 1/4” 0.D. COPPER WATER LINE_ (9 TO TANK
INLET AND COMPRESSION ELBOW .

|— CONNECT 5/16" 0.D. COPPER TUBE TO TANK OUTLET @
AND TO COMPRESSION FITTING AT SPOUT. HOT WATER
TANK AIR VENT ALSO ACTS AS AN OVERFLOW IF
THE SPOUT IS PLUGGED OFF. RECOMMENDED LOCATION OF
TANK IS WITHIN 10 FEET OF UNIT.

J— AFTER THOROUGHLY FLUSHING SUPPLY LINES, MAKE-UP
SUPPLY CONNECTIONS (1/2" NPS FEMALE). (NOTE: SUPPLY
INLET CONNECTION WILL ACCOMMODATE 1/2" NPT MALE
ADAPTER.) THREAD FLEX CONNECTOR HOSE @ TO VALVE

750 WATTS, 6.5 AMPS
115 VOLTS A.C.
190° TEMPERATURE WATER OUTLET

-1/2” 0.D.

INLET AND TO SUPPLY STUBOUTS.

TIGHTEN TO 60 FT/LBS.
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PENAL-WARE VALVES

INSTALLATION INSTRUCTIONS
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REFERENCE DRAWINGS

ASSEMBLIES NUMBER
VALVE BODY 9955-006-003
STOP 9956-040-003
FIXTURE TRIM 995/7-051-001

AIR=CONTROL SERVOMOTORS
METERING 9955-000-002
NON-METERING 9955-001-002

INSTALLATICN INSTRUCTIONS:

A— PRIOR TO_INSTALLATION OF THE FIXTURE, MOUNT PUSH-
BUTTON @ AND BUBBLER @ TO THE BACKSPLASH.

B— INSTALL THE PLUMBING FIXTURE TO THE WALL INCLUDING
UPPER SUPPORT PLATE .

C— MOUNT THE AIR-CONTROL VALVE ASSY. @ LOCATE AS
REQ'D. MAX. ALLOWABLE DISTANCE BETWEEN PUSHBUTTON
AND AIR-CONTROL SERVOMOTOR IS 10 FEET. WALL
FASTENERS BY OTHERS.

D— CONNECT 1/8" OD POLYETHEYLENE AR LINE @ T0
PUSHBUTTONS @ AND SERVOMOTOR @ HAND TIGHT
USING FERRULE NUTS PROVIDED. SEE DETAIL AA.

NOTE: WHEN METERING VALVES ARE SPECIFIED,
THE AIR LINES CONNECT DIRECTLY TO THE TIMER.
E— CONNECT % 0D POLYETHYLENE WATER LINE @ 10

BUBBLER AND COMPRESSION NUT @ HAND TIGHT
USING FERRULE NUTS PROVIDED.

NOTE: VALVE SHOWN
NON-METERING

F— AFTER THOROUGHLY FLUSHING THE SUPPLY LINES,
MAKE—=UP SUPPLY CONNECTIONS (1/2" NPS FEMALE).
(NOTE: SUPPLY INLET CONNECTION WILL ACCOMODATE
1/2" NPT MALE ADAPTER). THREAD FLEX CONNECTOR
HOSE@TO VALVE@\NLET AND TO SUPPLY STUB-OUTS.

G- SEE APPROPRIATE SERVOMOTOR REFERENCE DRAWING
FOR DETAILS AND TIMING INSTRUCTIONS.

NOTE:

MAXIMUM RECOMMENDED WORKING WATER PRESSURE IS 100 PSI; TEMPERATURE

IS 130" F; QUTLET TEMPERATURE IS RECOMMENDED AT A MAXIMUM OF 105° F.
WARNING:

PRIOR TO MAKING INSTALLATION, SUPPLY LINES MUST BE FLUSHED OF ALL

FOREIGN MATERIAL SUCH AS PIPE DOPE, CHIPS, SOLDER, ETC. VALVE

MUST BE DRAINED PRIOR TO BEING SUBJECTED TO FREEZING TEMPERATURES.

MAXIMUM RECOMMENDED QUTLET WATER TEMPERATURE IS 105" F.
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PENAL-WARE FIXTURES INSTALLATION INSTRUCTIONS

BLOCKOUT

12-1/2" x 15" 2
OPENING
N 3 x 17
oSt .
- - OPENING
NOTCH |f ‘ P I 10 G Jr&
=R \\\\\ L e i | W gnorey 1
e x G R R e ¢
13 ‘ ‘ 11-1/2 6-1/2" x 4 )
BLOCKOUT | ‘ 614" G OPENING |_ 9-1/2
o o * 3” =
| |
OfF e o i
|
o e 8" 7/8” DIA. TYP,j ) \
30-1/2 e «Tépq 32-1/2
22-1/2" 7/8" DIA. TYP.
FINISHED FLOOR
7 T

WALL SLEEVE (-sw) 30TH VIEWS ARE FROM CELL SIDE METAL TEMPLATE (—wT)
RIGHT HAND FIXTURE ROUGH—INS SHOWN, LEFT HAND FIXTURE OPPOSITE
AN\ JSHADED AREAS ARE REQUIRED WALL OPENINGS
WALL SLEEVE

SLEEVES ARE INSTALLED IN FORMS (USING NAIL HOLES (3) PROVIDED)

OR GROUTED INTO BLOCK WALLS, BECOMING A PERMANENT PART OF WALL.

A.INSTALL SLEEVE WITH FLANGE () ON CHASE SIDE OF WALL.

B.LOCATE TOP AND BOTTOM NOTCHES AT VERTICAL CENTERLINE (2)

OF PLUMBING FIXTURE.

C. LOCATE SIDE NOTCHES (1) AT DIMENSION SHOWN, MEASURED FROM

< THE FINISHED FLOOR ON CELL (FIXTURE) SIDE.

NOTES:
1. FOR POURED WALL CONSTRUCTION, TEMPORARY BRACING SHOULD
/ BE INSTALLED WITHIN SLEEVE OPENING TO PREVENT DEFORMATION TO

SLEEVE WHICH MAY OCCUR DURING POUR. DO NOT POUR CONCRETE
DIRECTLY ON TOP OF WALL SLEEVE.
2. WHEN SLEEVES ARE NOT AVAILABLE BLOCKOUT FOR SLEEVE OPENING
b N WALL PER DIMENSIONS SHOWN @

< METAL TEMPLATES (—MT)

TEMPLATES ARE USED TO LAYOUT REQUIRED WALL OPENINGS FOR
SUBSEQUENT FLAME CUTTING OR CORE DRILLING.

A STRIKE A HORIZONTAL CHALKLINE @ ON THE WALL AT DIMENSION
SHOWN, MEASURED FROM THE FINISHED FLOOR ON CELL (FIXTURE) SIDE.
THIS WILL LOCATE CENTERLINE FOR HORIZONTAL NOTCHES ON TEMPLATE.

B. STRIKE A VERTICAL CHALKLINE @ ON THE WALL TO INDICATE CENTERLINE
OF FIXTURE. THIS WILL LOCATE CENTERLINE FOR VERTICAL NOTCHES
ON TEMPLATE.

WALL SLEEVE (—<w) C. PLACE TEMPLATE AGAINST WALL. LOCATE NOTCHES ALONG CHALKLINES.
N MARK WALL FOR REQUIRED OPENING.

2R F

T "R ENONEERNC COMPANY |5 _gw SLEEVE, -MT TEMPLATE - CAT. *1655\1655-VAC, 1657\1657-VAC & 1658
> (626) 336—4561 FAX (626) 961—2200
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PENAL-WARE FIXTURES

INSTALLATION

INSTRUCTIONS

DIMENSION "A”

UP TO 8" WALL |8 TO 127 WALL

15-1/8"

19-1/8"

1—1/2" 0.D. REF.

DIM "A”

INSTALLATION INSTRUCTIONE:

A= AFTER INSTALLING ACORN UNIT ON FINISHED WALL,
SLIP COMPRESSION NUT @ OVER 1-1/2" 0.D. PLAIN
END WASTE (2). USING COMPRESSION GASKET (3,
AND NUT (1) MAKE—UP COMPRESSION CONNECTION

WITH SLIP JOINT ELBOW

@.

3" MIN.
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~ACORN FIXTURE
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B— REMOVABLE TUBULAR P—TRAP @ CONNECTS TO SLIP
JOINT ELBOW @ AND PLAIN END ELBOW @ WITH
COMPRESSION CONNECTIONS AS SHOWN.
NOTE: TUBULAR P—TRAP IS REMOVABLE IN ORDER
TO ALLOW FOR WASTE CLEANOUT.
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