PENAL-WARE FIXTURES INSTALLATION INSTRUCTIONS
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INSTALLATION INSTRUCTIONS: !
A- ROUGH—IN FOR WASTE OUTLET (1) 2-3/8" 0.D.
~ PLAIN=END FOR 2" NO—HUB CONNECTION (STANDARD)
~ OPTIONAL (-IC) CAULK WASTE (DETAIL "B") G— CONNECT 1/8" 0O.D. PLASTIC TUBING (i) TO AIR—CONTROL
B— PRIOR TO INSTALLATION OF CABINET SHOWER, MOUNT SERVOMOTOR (2 BY HAND-TIGHTENING FERRULE NUT
ESCUTCHEON (2) AND PUSHBUTTON ASSEMBLY (3) TO PROVIDED. SEE DETAIL "A"
CABINET (4). H— AFTER THOROUGHLY FLUSHING THE SUPPLY LINES, MAKE—UP
C— POSITION CABINET SHOWER (&) AGAINST THE WALL AND MAKE SUPPLY CONNECTIONS (1/2” NPS FEMALE). THREAD FLEX
WASTE CONNECTION FROM CHASE SIDE. CONNECTOR HOSE (3 FROM VALVE INLET TO SUPPLY
D— FROM CHASE SIDE, INSERT (4) MQUNTING STUDS (&) INTO NUTS STUB—OUTS. (NOTE: 'THE SUPPLY INLET CONNECTION WILL
IN BACK OF SHOWER PANEL (7). MOUNT BACK PLATES (5 ACCOMMODATE 1/2" NPT MALE ADAPTER.)
ONTO STUDS (B) AND ATTACH WITH WASHERS (7) & NUTS (8). |- SEE APPROPRIATE SERVOMOTOR REFERENCE DRAWINGS FOR
NOTE: DO NOT EXCEED 6.5 FT/LBS MAXIMUM TORQUE ON DETAILS AND TIMING INSTRUCTIONS.
MOUNTING NUTS (7). o
E— MOUNT AIR—CONTROL VALVE ASSEMBLY (5) AS REQUIRED MAXIMUM RECOMMENDED WORKING PRESSURE IS 100 PSI: TEMPERATURE IS
WITHIN 10 FEET OF THE PUSHBUTTON. 130°F; QUTLET TEMPERATURE IS RECOMMENDED AT A MAXIMUM OF 105°F.
F- ASSEMBLE 1/4” 0.D. RISER TUBING (9) TO COMPRESSION 1o inG:
FITTING AT AIR-CONTROL VALVE OUTLET (14). TIGHTEN PRIOR TO MAKING INSTALLATION, SUPPLY LINES MUST BE FLUSHED OF ALL
WATERTIGHT. NOTE: TUBING IS TAPED & COILED TO THE FOREIGN MATERIAL SUCH AS PIPE DOPE, CHIPS, ETC. VALVE MUST BE
BOTTOM OF CABINET FOR PROTECTION. DRAINED PRIOR TO BEING SUBJECTED TO FREEZING TEMPERATURES. MAXIMUM

RECOMMENDED OUTLET WATER TEMPERATURE IS 105°F.
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INSTALLATION INSTRUCTIONS

METAL TEMPLATES (-MT)

TEMPLATES ARE USED TO LAYOUT REQUIRED WALL OPENINGS
FOR SUBSEQUENT FLAME CUTTING OR CORE DRILLING.

A— STRIKE A HORIZONTAL CHALKLINE @ ON THE WALL
72" ABOVE FINISHED FLOOR. THIS WILL LOCATE
CENTERLINE FOR HORIZONTAL NOTCHES ON TEMPLATE.
STRIKE A VERTICAL CHALKLINE @ ON THE WALL TO
INDICATE CENTERLINE OF FIXTURE. THIS WILL LOCATE
FOR VERTICAL NOTCHES ON TEMPLATE.

USING HANDLE @ ON TEMPLATE @ PLACE TEMPLATE
AGAINST THE WALL LOCATING NOTCHES AT CHALKLINE.
MARK FOR WALL OPENINGS.

SEPARATE SLEEVE @ FOR WASTE & SUPPLY OUTLET; SIDE
NOTCHES TO BE LOCATED 5" ABOVE FINISHED FLOOR.

WALL SLEEVES (-sw)

SLEEVES ARE INSTALLED IN FORMS (USING NAIL HOLES @
PROVIDED) OR GROUTED INTO BLOCK WALLS, BECOMING A
PERMANENT PART OF THE WALL.

MOTE: FOR POURED WALL CONSTRUCTION, TEMPORARY BRACING
SHOULD BE INSTALLED WITHIN SLEEVE OPENING TO PREVENT
DEFORMATION TO SLEEVE WHICH MAY OCCUR DURING POUR.

DO NOT POUR CONCRETE DIRECTLY ON TOP OF WALL SLEEVE.

INSTALL SLEEVE WITH FLANGE @ ON CHASE

SIDE OF WALL.

TOP AND BOTTOM NOTCHES TO BE LOCATED AT VERTICAL
CENTERLINE @ OF SLEEVE.

SIDE NOTCHES @ TO BE LOCATED AT 72" ABOVE FINISHED
CELL SIDE FLOOR (SHOWER HEAD DISCHARGE HEIGHT).

SEPARATE SLEEVE FOR WASTE & SUPPLY OUTLET; SIDE
NOTCHES TO BE LOCATED 5" ABOVE FINISHED FLOOR.
WHEN SLEEVES ARE NOT AVAILABLE USE BLOCKOUT
DIMENSIONS SHOWN (@)
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INSTALLATION INSTRUCTIONS

A LOCATE RECEPTOR (FLOOR PAN) (@) cLost 10 E— CAULK AND SET TOP PANEL (4) IN PLACE AND THEN
‘ FASTEN LOOSELY.

B— CAULK BACK PANEL <:> AND BOLT LOOSELY TO
RECEPTOR <:> SEFE SECTION A—A. F— TIGHTEN ALL SCREWS AND BOLTS C).

C— CAULK SIDE PANELS(3).THREAD 1/4” 0.D RISER G— SEE APPROPRIATE DRAWING FOR VALVE ORDERED TO
TUBE (7) THROUGH THRESHOLD & OUT CHASE SIDE. COMPLETE INSTALLATION.
BOLT LOOSELY TO RECEPTOR AND BACK PANEL.

D— CAULK CORNER POSTS C); BOLT LOOSELY TO RECEPTOR
AND SIDE PANELS.
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REFERENCE DRAWING #9925-119-001

ORDERING INSTRUCTIONS:

7/12

SPECIFY 'GAP’ DIMENSIONS AND TYPE OF CLOSURES REQUIRED WHERE INDICATED. FACTORY WILL CALCULATE OVERLAP AND
DETERMINE IF INTEGRAL ANGLES ARE REQUIRED. FIELD DIMENSIONS ARE REQUIRED IN WRITING PRIOR TO FABRICATION.
MEASUREMENTS FOR CLOSURES SHOULD BE TAKEN AFTER CABINET SHOWERS ARE INSTALLED. REFER TO ACORN CATALOG,
PENAL—WARE, MODEL NUMBER AND OPTIONS SECTION FOR ADDITIONAL INFORMATION. FOR INSTALLATION DETAILS SEE
DRAWING #9925-119-001.

A— WHERE THE CLOSURES ATTACH TO FRONT, TOP AND SIDES OF THE CABINET, THE CLOSURE SHOULD BE USED AS A TEMPLATE
TO MARK THE LOCATIONS TO BE FIELD DRILLED AND TAPPED TO ACCEPT #10-32 UNF X 1/2" LONG @ VANDAL RESISTANT
FASTENERS PROVIDED.

B— WHERE THE CLOSURES ATTACH TO THE WALL OR CEILING, THE CLOSURE SHOULD BE USED AS A TEMPLATE TO MARK
THE LOCATIONS TO BE FIELD DRILLED AND TAPPED TO ACCEPT #1/4—20 UNC X 1" LONG VANDAL RESISTANT
FASTENERS PROVIDED.
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