PENAL-WARE FIXTURES

INSTALLATION INSTRUCTIONS

REFERENCE DRAWINGS
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INSTALLATION INSTRUCTIONS -

A— ROUGH—=IN FOR INSIDE CAULK WASTE 2*5/8” W/QH NPT MALE ADAPTER). THREAD FLEX CONNECTOR

0D. ROUGH=IN FOR <2) THRESHOLD ANCHORS HOSETO VALVE@H\/LET AND TO SUPPLY STUBOUTS.
() 3/8" UNC (FLOOR ANCHORS BY OTHERS) NOTE: UNITS ARE SUPPLIED WITHOUT VENT GRILLE OPENING.
B— REMOVE STRAINER (7), POSITION SHOWER CABINET (2) ORDER MUST SPECIFY |F REQUIRED.
ACANST THE WALL DUER CAULK DRAIN WASTE FURNISHED STANDARD WITH S/T AIR—CONTROL VALVE
CAULK INSIDE WASTE FITTING AS REQUIRED AIR—CONTROL VALVE TO BE REMOTELY LOCATED.
" STANDARD WASTE IS CAULK DRAIN.

C— MOUNT AIR—CONTROL VALVE ASSEMBLY (3) AS SHOWER HEAD AND PUSHBUTTON ARE FURNISHED IN
DESIRED WITHIN 10 FEET OF THE SHOWER. LH CABINET COLUMN AS STANDARD.

D— ATTACH PUSHBUTTON TUBH\/G@TO A\R*CONTROL@* NOTE-

E— ATTACH RISER TUBING (5) TO AIR—CONTROL(3).* MAXIMUM RECOMMENDED WORKING PRESSURE IS 100 PSI; TEMPERATURE IS 130°F; OUTLET TEMPERATURE
(*NOTE: HAND TIGHTEN FERRULE NUTS PROVIDED) IS RECOMMENDED AT A MAXIMUM OF 1057

F— AFTER THOROUGHLY FLUSHING THE SUPPLY LINES, WARNING:

PRIOR TO MAKING INSTALLATION, SUPPLY LINES MUST BE FLUSHED OF ALL FOREIGN MATERIAL SUCH AS
PIPE DOPE, CHIPS, ETC. VALVE MUST BE DRAINED PRIOR TO BEING SUBJECTED TO FREEZING
TEMPERATURES. MAXIMUM RECOMMENDED OUTLET WATER TEMPERATURE IS 105F.

CABINET SHOWERS CAT. 2 1730, 1732 & 1736 FRONT ACCESS - NEW STYLE

MAKE—UP SUPPLY CONNECTIONS (1/2” NPS FEMALE).
(NOTE: SUPPLY INLET CONNECTION WILL ACCOMODATE
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PENAL-WARE SHOWERS INSTALLATION INSTRUCTIONS
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A—THE INSIDE CAULK DRAIN(D IS WELDED TO THE B—POSITION CABINET OVER WASTE PIPE. THROUGH
CABINET SHOWER. CAULK WASTE IS PROVIDED STANDARD  DRAIN OPENING, MAKE UP CAULK WASTE JOINT.
ON ALL —FA FRONT ACCESS CABINET SHOWERS. C—FROM INSIDE OF CABINET, INSTALL STRAINER @) WITH

(2) #10-32 SCREWS ) PROVIDED.

/8

(626) 336—4561 FAX (626) 961—2200

@é&%’i%ﬂ%"ﬂﬁ&&%ﬁcﬂ”‘;ﬁﬂ "t GABINET SHOWER SUFFIX OPTION (-IC) 2" IPS CAULK DRAIN INSTALLATION

MANUFACTURE DATE DATE ISSUED DRAWING NUMBER
FEBRUARY 1999 02/16/99
TO PRESENT DATE REVISED 9925-116-002

12/05/08




PENAL-WARE FIXTURES INSTALLATION INSTRUCTIONS
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SHOWER CABINET OUT CHASE SIDE

INSTALLATION INSTRUCTIONS

A LOCATE RECEPTOR (FLOOR PAN) (@) cLost 10 E— CAULK AND SET TOP PANEL (4) IN PLACE AND THEN
‘ FASTEN LOOSELY.

B— CAULK BACK PANEL <:> AND BOLT LOOSELY TO
RECEPTOR <:> SEFE SECTION A—A. F— TIGHTEN ALL SCREWS AND BOLTS C).

C— CAULK SIDE PANELS(3).THREAD 1/4” 0.D RISER G— SEE APPROPRIATE DRAWING FOR VALVE ORDERED TO
TUBE (7) THROUGH THRESHOLD & OUT CHASE SIDE. COMPLETE INSTALLATION.
BOLT LOOSELY TO RECEPTOR AND BACK PANEL.

D— CAULK CORNER POSTS C); BOLT LOOSELY TO RECEPTOR
AND SIDE PANELS.
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PENAL-WARE FIXTURES

INSTALLATION INSTRUCTIONS

REFERENCE DRAWING #9925-117-001

CLOSURES ARE PROVIDED WITH HOLE PUNCHING AND SHOULD

BE USED AS A TEMPLATE FOR MARKING SCREW LOCATIONS ON
CABINET FOR FIELD DRILLING AND TAPPING, TAMPER RESISTANT
#10-32 x 1/2" STAINLESS STEEL SCREWS 1 ARE PROVIDED

WHERE CLOSURES ATTACH TO CABINET OR A BRACKET. TAMPER
RESISTANT #1/4"-20 x 1" STAINLESS STEEL SCREWS Q)
PROVIDED WHERE BRACKETS ATTACH TO WALL OR CEILING.

WALL OR CEILING ANCHORS @ ARE PROVIDED BY THE

INSTALLER.

WHERE CLOSURES ATTACH TO TOP AND SIDES OF CABINET THE
FACTORY PROVIDES AN INTEGRAL ANGLE @ TO BE DRILLED &

TAPPED IN THE FIELD.

AN 'L’ CLIP FASTENER

@ IS SUPPLIED WHERE CLOSURES
ATTACH TO BACK WALL OR CEILING. WHEN FIELD DIMENSIONS
ARE REQUIRED, THEY MUST BE FURNISHED IN WRITING BY THE
CUSTOMER BEFORE FABRICATION BEGINS. WHEN ORDERING
PROVIDE FACTORY WITH GAP DIMENSIONS, CLOSURE TYPE AND

CABINET SHOWER MODEL NUMBER.
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