NOTE: ustE MOUNTING HARDWARE FROM
ORIGINAL UNIT TO MOUNT THE
REPLACEWARE UNIT.
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INSTALLATION INSTRUCTIONS

A- WASTE FITTINGS (D BY OTHERS, THESE FITTINGS ARE
NORMALLY FURNISHED COMPLETE WITH WASTE CONNECTION,
CONTACT THE

SUPPORTING STUDS AND

CAP NUTS (® .

SELECTED MANUFACTURER FOR DETAILS,

B- ROUGH-IN FOR FLUSHING INLET 1-1/2" NPT ).

C- IF AN OPTIONAL 2898 FLUSH VALVE ACCESS PANEL®
IS REQUIRED (FOR BACK SUPPLY FLUSH VALVES),

INSTALL SLEEVE, SEE DRAWING #9908-399-001,

D- MOUNT FIXTURE TO THE WALL CARRIER. PLACE ON
5/8" STUDS (BY OTHERS) AND ATTACH WITH CAP

NUTS (OPTIONAL) ®) .

E- CONNECT FLUSH VALVE (3 PER MANUFACTURERS'

RECOMMENDATIONS.

NOTE: FOR SUFFIX OPTION -ADA UNITS:

1- SEAT HEIGHT FOR —ADA BECOMES 18",

2- FLUSH VALVE MUST BE HYDRAULICALLY ACTUATED OR SUPPLIED
WITH A SPECIAL HANDLE. MAX. CONTROL HEIGHT IS 44" ABOVE
FINISHED FLOOR. CONTROLS MUST BE LOCATED ON WIDE SIDE
OF TOILET.

3- REFER TO -ADA ACCESSIBILITY GUIDELINES FOR COMPLETE
INSTALLATION REQUIREMENTS.

NOTE: FOR UNITS WITH —-W WALL SUPPLY FLUSH VALVE, ACCESS
FOR CONNECTING AND SERVICING FLUSH VALVE IS REQUIRED.
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