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MERIDIAN COUNTER-LAVS INSTALLATION INSTRUCTIONS
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MERIDIAN

MOUNT QPTIONAL -LC MOUNTING
SLEEVE TO WALL CARRIER

1. Preset Positions of &) Front and Q)
Back Leveling Screws and (4) Locking
Device Relative to Access Slots and Hole
Positions on (5 Lavatory Carrier Sleeves.

2. To Set Position of @) Locking Device,
Turn @Set Screw Clockwise,

3. Place (7)) Lavatory on (D) Carrier Arms
with Back of@mvatory Flush to Wall.

4. Lock (7 Lavatory into Place Turning 4
Locking Device Adjustment Stud
Clockwise.

5. Level (@) Lavatory Using ® Front and Q)
Back Leveling Screws.
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MERIDIAN

INSTALLATION INSTRUCTIONS

—RLD Drop—in "D” Shape
Stainless Steel Basin

—PDM Metering Liquid
Soap Dispenser

—H-DML Hand Operated
Deck Mounted L Spout
and Pushbutton

Carrier Shown For ;
Reference Only —C5G 4

—CW Combined Waste

—MXT Hot & Cold
Temperature Mixing
Valve

Centerset Faucet

w/Gooseneck Spout

—LC Mounting Sleeve
For Wall Carrier

U INSTALLATION INSTRUCTIONS:
A— If using wall carrier, Install wall carrier
per carrier manufacturer's instructions.
Otherwise provide appropriate countertop
. support.
34 B— Install spouts and valves per
Recomended manufacturers instructions.
C— Install soap dispenser per manufacturers
instructions.
D— Make up waste connections. If using
ACORN piping assembly, rough in is
1—-1/2" 0.D. plain end.
- E— After thoroughly flushing supply lines
make—up supply connections.
M), ACORN ENGINEERING COMPANY "™ Meridian Corterra™ Counter-Lav - Cat. & 3760 Series
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MERIDIAN WASHBASING INSTALLATION INSTRUCTIONS

CORTEERA SOLID SURFACE REPAIR KIT

1. WARNING: Put on gloves prior to handling any of the materials in the kit, and
ensure adequate ventilation.

2. Add contents of "B” (liquid resin) to larger container "A” (solid filler). Mix
completely using wooden stick.

3. Add tube of "C” (liquid catalyst). Mix for two (2) minutes.
CAUTION: Catalyst gel time at /9F is 15 minutes.

4. Apply mixed material to damaged area using wooden stick.
NOTE: Apply only as much patch as required.

5. Let cure approximately 3—4 hours.
NOTE: For o “fast cure” of approximately 10 minutes, use a lamp with

a 100 watt light bulb shining on patched area about 2—1/2"
from patch.

6. Use coarse grained sand paper to sand off extra material once patch is hard.
/. Use medium grained sand paper for finer finish.
8. Use fine grained sand paper for “polished” look finish.

9. Discard extra patch material appropriately.

WAENING!

Flammable. Keep away from heat, sparks, and open flame.
Avoid contact with skin and wash with soap and water after
skin contact. In case of eye contact, flush with water for 15
minutes and get medical attention. Harmful if swallowed.
Keep out of reach of children.
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